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MULTI.PRESS Chain Tool 
Easily breaks, assembles and rivets roller and conveyor chains

The robustly designed stationary chain breaking tool MULTI.PRESS from iwis has been consistently further developed and, thanks to 
a closed hydraulic pump, it ensures constant operating pressure and a smooth breaking process throughout its entire service life. It 
is therefore perfectly suited for professional use.

HIGHLIGHTS
•	� �MULTI.PRESS is primarily designed for separating roller and 

leaf chains ranging from ½" to 2" in size.
•	� �Tool sets for special chains and bush conveyor chains are 

also available on request.
•	� �In contrast to other stationary tools, MULTI.PRESS has an 

additional mobile unit. This allows easy horizontal use 
directly at the production line. The new integrated chain 
table enables reliable support of various chain sizes in hori-
zontal operation.

SET-UP
The set-up of the MULTI.PRESS includes, in addition to the 
workbench unit, the press frame with hydraulic cylinder, the 
hydraulic pump, and the corresponding tool sets.

SIZES
In order to be able to process the widest possible range of 
chains, the MULTI.PRESS is available in various dimensions.

WE CAN BREAK THESE CHAIN SIZES
Roller Chains
•	� �08B-1/ANSI 40-1 to 08B-3/ANSI 40-3
•	� �10B-1/ANSI 50-1 to 10B-3/ANSI 50-3
•	� �12B-1/ANSI 60-1 to 12B-3/ANSI 60-3
•	� �16B-1/ANSI 80-1 to 16B-3/ANSI 80-3
•	� �20B-1/ANSI 100-1 to 20B-2/ANSI 100-2
•	� �24B-1/ANSI 120-1 to 24B-2/ANSI 120-2
•	� �28B-1/ANSI 140-1 
•	� �32B-1/ANSI 160-1

Leaf chains
•	� �BL422/LH0822 to BL488/LH0888
•	� �BL522/LH1022 to BL588/LH1088
•	� �BL622/LH1222 to BL688/LH1288
•	� �BL822/LH1622 to BL888/LH1688
•	� �BL1022/LH2022 to BL1088/LH2088
•	� �BL1222/LH2422 to BL1288/LH2488

•	 LL0822 to LL0888
•	 LL1022 to LL1088
•	 LL1222 to LL1288
•	 LL1622 to LL1688
•	 LL2022 to LL2088
•	 LL2422 to LL2488
•	 LL2822 to LL2866
•	 LL3222 to LL3266
•	 LL3222 to LL3266

FUNCTIONALITY
Breaking is carried out by pressing out the chain pin, while 
assembly of the chain is done using diverse connecting links 
available from iwis. For chain sizes up to 20B (ANSI 100), both 
pins are pressed out in a single stroke. 
For larger chain sizes, the required pressing force increases 
accordingly, so the pins must be driven out individually.

Hydraulic cylinder

Press frame

Hydraulic pump

Workbench 
unit

Note: Chains with special pins – e.g., shouldered or flattened pin – require separate tools.



MULTI.PRESS Chain Tool 
Functionality

The following briefly presents the individual components of the MULTI.PRESS in terms of function and versatility.

PRESS FRAME
•	� �The robust construction provides full functionality in both 

upright and horizontal positions.
•	� �Improved protective housing for increased safety.
•	� �Variable table adjustment for flexible applications.
•	� �Hydraulic cylinder with tool-free quick release in industrial 

quality.

WORKBENCH UNIT
•	� �Secures the press frame in the upright position without  

significantly restricting accessibility.
•	� �Prepared for direct mounting on the work bench.
•	� �The opening allows direct collection of chain components. 

HYDRAULIC PUMP
3 hydraulic pump options to choose from

1    �Hydraulic hand pump for occasional use, independent 
of electrical or compressed air supply. A very solid and 
low-maintenance technology.

2    �Pneumatic-hydraulic pump for comfortable and powerful 
operation, ideal for workshop use. Compressed air connec-
tion required.

3    �Electric-hydraulic pump for effortless operation and 
maximum flexibility. No external power source required – 
battery operated. Recommended for mobile use.

TOOL SETS
•	� �Flexible use for different chain types with the same pitch  

is possible.
•	� �Easy tool change
•	� �Special tools for customer-specific assembly tasks

TECHNICAL DATA

MEASUREMENT SYSTEM – COMING SOON
•	� �Reliable and fast measurement of chain lengths before the 

separation process.
•	� �Battery operated and therefore flexibly usable
•	� �Display of link count or length possible
•	� �Crank drive, so no intervention in the MULTI.PRESS is 

required. The protective cover can remain closed permanent-
ly for increased safety.

A detailed description of the functionality can be found in the online  
MULTI.PRESS user manual at www.iwis.com/downloads

Size MP 100-10 MP 150-10

Height 47 cm 60 cm

Width 35 cm 35 cm

Depth 30 cm 30 cm

Operating Pressure 700 bar 700 bar

Stroke 100 mm 150 mm

Weight from 34 kg from 36 kg
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Configurator 
Configure your individual MULTI.PRESS in 4 steps

MODEL TYPE

WORKBENCH UNIT

HYDRAULIC PUMP

TOOL SETS

MULTI.PRESS 100-10  (46567)

Table stand MP 100/150  (45630)

Hydraulic hand pump  (45626)

Breaking tool set  08B / ANSI 40 (46569) Breaking tool set  16B / ANSI 80 (45624)

Riveting tool set  10B / ANSI 50

Riveting tool set  20B / ANSI 10 (45761)

Breaking tool set  12B / ANSI 60 (45623) Breaking tool set  24B / ANSI 120 (45618)

Breaking tool set  28B / ANSI 140 (45621)

Breaking tool set  32B / ANSI 160 (45622)

Breaking tool set  10B / ANSI 50 (46568) Breaking tool set  20B / ANSI 100 (45625)

Riveting tool set  12B / ANSI 60

Riveting tool set  24B / ANSI 120 (45762)

Riveting tool set 08B / ANSI 40

Riveting tool set  16B / ANSI 80 (45760)

Pneumatic-hydraulic pump  (46566) Electric-hydraulic pump  (70138)

MULTIPRESS150-10  (45629)

For chain pitch < 25.4 mm For chain pitch ≥ 25.4 mm

The tool sets are only partially compatible between the  
MULTI.PRESS 150-10 and the MULTI.PRESS 100-10.


